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Because we are continuously improving our products and services, Pentair reserves the right to change specifications without prior notice.

The PKG 4x6, Pump/Motor Adapter 
offers the professional distributor and 
dealer the flexibility to stock standard  
4" submersible pump ends, and 4" and 
6" motors, better utilizing inventory 
dollars and delivery demands! 

APPLICATIONS
Water systems…for residential, industrial, 
commercial, multiple housing and 
farm use.

SPECIFICATIONS
Adapter Casting: Stainless steel
Coupling: Stainless steel
Intake Screen: Stainless steel
Beveled Wire Forms: Stainless steel
Socket Head Cap-Screws: Stainless steel
Studs: Stainless steel
Fasteners: Stainless steel

FEATURES
Extends Single-Phase Power 
Availability: To all Signature 2000® 
submersibles through 10 HP using 
6" single-phase motors.
Easy Assembly: Easy job-site assembly.
Double-Suction Screens: Reduces inlet 
suction velocity, reducing the amount of 
suspended solids ingested by pump.

* Pump end and motor ordered separately.
**Shipping weight is approximate.

STA-RITE® 4"x6" Submersible  
Motor Adapter
Stainless Steel

ORDERING INFORMATION
CATALOG 
NUMBER PUMP END* MOTOR* MAXIMUM  HP WEIGHT POUNDS**

PKG 4x6 4" NEMA 6" NEMA 10 5
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